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SEAS WATER FILLING - Solution

SEAS, by means of solutions proposed in the current catalogue, has 
the objective to bottle instantaneously the water, extracted from 
air by means of its AWA MODULA systems, and to guarantee a high 
quality and bacteriological pure water. 

SEAS has developed considerable know-how in water treatment, 
using the most sophsticated technologies. 

We continuously monitor the water quality on water samples direct-
ly extracted from our system, by means of laboratories with cerficia-
tion for: chemical, microbiological and physic-chemical analysis. 

SEAS Solutios permits a meaningful energy and hydric saving which 
are advantageous for a sustainable and environment friendly eco-
nomy. 

On site production and distribution allow us to decrease or delete 
long length transports and large storages, therefore we can reduce 
operative and logistic costs.
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SEAS WATER FILLING - Solution
Range of product

SEAS LONG LIFE STORAGE WATER BAGGAGING UNIT

SEAS QUALITY WATER BOTTLING PLANT 
from 0.5 to 1.5 litres

This solution is created for filling in bags the water produced by AWA 
MODULA and storage in AWA MODULA LONG LIFE STORAGE.
Long Life Storage has a capacity from 5,000 to 8,000 litres and in this 
solution is combined with an autometich unit for water baggaging. 
The maximum baggaing capacity is 10 litres per minutes in water 
bags from 0,2 to 1,5 litres. 
This solutions can be combined with AWA MODULA System (from 
2,500 to 10,000 litres/day). This is a ideal solution for a rapid,  economic 
and quality water packaging. 
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SEAS WATER FILLING - Solution
Range of product

SEAS QUALITY WATER BOTTLING PLANT 
from 0.5 to 1.5 litres

MANUAL

PET STRETCH BLOW MOULDER MONOBLOCK (FILLING/CAPPING) 
MACHINE

LABEL MACHINE

This solution is created for filling in pet bottles 
the water produced by AWA Modula.  This 
solution is composed by a semiautomatic pet 
stretch blow moulder, a manual filling machine 
and a labelling machine. 
The system has two blowing moulder and can 
produce bottles from 0,5 to 1,5 litres, for a total 
production per day from 4,000 to 12,000 litres.
As an option we can add a tank or a SEAS Long 
Life Storage for stocking the water. 
This is a solution to quick bottling for a quality 
water.
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SEAS WATER FILLING - Solution
Range of product

SEAS QUALITY WATER BOTTLING PLANT 
from 0.5 to 1.5 litres

AUTOMATIC

PET STRETCH BLOW MOULDER MONOBLOCK (FILLING/CAPPING) 
MACHINE

SEAS automatic system for water bottling is a solution to a high 
filling capacity. This system can produce from 8,000 to 24,000 litres/
day and is composed by an automatic PET stretch blow moulder, an 
automattic monoblock for filling and capping. 
The bottling volume capacity is from 0,5 to 1,5 litres. 

Other solutions on request. 
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SEAS WATER FILLING - Solution
Range of product

SEAS QUALITY WATER BOTTLING PLANT 
from 0.5 to 1.5 litres

MANUAL/AUTOMATIC - CONTAINERIZED

SEAS LONG LIFE STORAGESEAS AWA MODULA

CONTAINER
• PET STRETCH BLOW MOULDER

• FILLING
• CAPPING

• LABELING

This solution is created for filling in pet bottles the water produced by AWA 
Modula in a transportable way in different configurations. 
The containerized filling system has a variable production:
- C700 system can produce from 5,600 to 12,000 litres per day
- C30K system can produce up to 67,200 litres per day.

The containerized solution has the same components of a normal bottling 
plant and is ideal to bring SEAS’s water all over the world. 
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Technical Sheets
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F500
Long-term water storage system with water baggaging unit combinate with AWA 

MODULA SYSTEM* in “0” configuration

SEAS QUALITY WATER in BAG  from 0.5 to 1.5 litres

SEAS LONG LIFE STORAGE WATER BAGGAGING UNIT

CONFIGURATOR

SEAS PRODUCT F500-BDW-X-000

F500-BDW-X-250 WATER TREATMENT UNIT FOR 2,500 l/day

F500-BDW-X-500 WATER TREATMENT UNIT FOR 5,000 l/day

F500-BDW-X-10K WATER TREATMENT UNIT FOR 10,000 l/day

W Options Water Treatment Unit

E version Drinking ECO

K version Drinking Plus

P version Drinking Premium 

X Options Conditioning

I version Cooled by AWA MODULA*

E version Conditioned by single-block conditioner 

Other versions avaiable on request.

*This solution is combinable with AWA MODULA machine, please see AWA MODULA catalogue for more 
information.
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F500
Long-term water storage system with water baggaging unit combinate with AWA 

MODULA SYSTEM* in “0” configuration.

SEAS QUALITY WATER in BAG  from 0.5 to 1.5 litres

CHARATERISTICS F500-BDW-X-000

Water Storage nominal capacity 5,000 litres

Installed electrical power 6 kW

Voltage & Frequency of the complete installation 400V/50Hz (others on request)

Hydraulic connections 3/4

Size (WxDxH) Long Life Storage 5500 x 2300 x 2470 mm

Area Packaging 80 mp (10000 x 8000)

Weight Long Life Storage 2,800 kg

Bag height Max. 280mm

Bag width Max. 165 mm

Maximum single-seal film reel with 390 mm

Maximum compressed air consumption 170 Nl/min 6 bar

Bag capacity From 0,2 to 1,5 litres

Maximum bagging capacity 10 l/min
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SEAS QUALITY WATER in BAG  from 0.5 to 1.5 litres

F500
Long-term water storage system with water baggaging unit combinate with AWA 

MODULA SYSTEM* in “0” configuration
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F800
Long-term water storage system with water baggaging unit combinate with AWA 

MODULA SYSTEM* in “DRINKING” configuration

CONFIGURATOR

SEAS PRODUCT F800-LLS-X-000

F800-LLS LONG LIFE STORAGE WITH BAGGAGING UNIT

X Options Conditioning

I version Cooled by AWA MODULA*

E version Conditioned by single-block conditioner 

SEAS QUALITY WATER in BAG  from 0.5 to 1.5 litres

SEAS LONG LIFE STORAGE WATER BAGGAGING UNIT

Other versions avaiable on request.

*This solution is combinable with AWA MODULA machine, please see AWA MODULA catalogue for more 
information.
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CHARATERISTICS F800-LLS-X-000

Water Storage nominal capacity 8,000 litres

Installed electrical power 6 kW

Voltage & Frequency of the complete installation 400V/50Hz (others on request)

Hydraulic connections 3/4

Size (WxDxH) Long Life Storage 5500 x 2300 x 2470 mm

Area Packaging From 80mq

Weight LONG LIFE STORAGE 2,800 kg

Bag height Max. 280mm

Bag width Max. 165 mm

Maximum single-seal film reel with 390 mm

Maximum compressed air consumption 170 Nl/min 6 bar

Bag capacity From 0,2 to 1,5 litres

Maximum bagging capacity 10 l/min

SEAS QUALITY WATER in BAG  from 0.5 to 1.5 litres

F800
Long-term water storage system with water baggaging unit combinate with AWA 

MODULA SYSTEM* in “DRINKING” configuration

Other versions avaiable on request.

*This solution is combinable with AWA MODULA machine, please see AWA MODULA catalogue for more
information.
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SEAS QUALITY WATER in BAG  from 0.5 to 1.5 litres

F800
Long-term water storage system with water baggaging unit combinate with AWA 

MODULA SYSTEM* in “DRINKING” configuration



14 October 2017

P500
Manual bottling system for Bottle volume from 0,5 to 1,5 litres.

SEAS PET QUALITY WATER BOTTLING PLANT  from 0.5 to 1.5 litres

Manual

PET STRETCH BLOW MOULDER MONOBLOCK 
(FILLING/CAPPING) 

MACHINE

LABELING MACHINE

CONFIGURATOR

SEAS PRODUCT P500-SBS-X-000

BMM-I-AAS-000 SEMI AUTOM. STRETCH BLOW MOLDING 

SBS-I-500-000 500bh 3in1 FILLING MACHINE

LBM-I-SBS-000 LABELING MACHINE

X Options STORAGE SYSTEM

X version Tank system

E version Long Life Storage 5,000 litres

Other versions avaiable on request.

*This solution is combinable with AWA MODULA machine, please see AWA MODULA catalogue for more
information.
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SEAS PET QUALITY WATER BOTTLING PLANT from 0.5 to 1.5 litres

Manual

CHARATERISTICS P500-SBS-X-000

Water Storage nominal capacity From 2,500 to 8,000 litres

Installed electrical power 25 kW

Voltage & Frequency of the complete installation 380V/50Hz (others on request)

Area Packaging 270 mp (27 x 10)

Blowing Mould 2 cavity

Bottle Volume 0,5 - 1,5 litres

Working Pressure of function 7 bar

Blowing air pressure 13 - 15 bar

Air Consumption 250 l/min

Blowing Capacity From 300 to 600 bottle/h

Filling capacity From 500 to 600 bottle/h

From 4,000 to 12,000 litres/day

P500
Manual bottling system for Bottle volume from 0,5 to 1,5 litres.
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SEAS PET QUALITY WATER BOTTLING PLANT from 0.5 to 1.5 litres

Manual

P500
Manual bottling system for Bottle volume from 0,5 to 1,5 litres.
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SEAS PET QUALITY WATER BOTTLING PLANT from 0.5 to 1.5 litres

Manual

P500
Manual bottling system for Bottle volume from 0,5 to 1,5 litres.
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P800
Automatic bottling system for Bottle volume from 0,5 to 1,5 litres.

SEAS PET QUALITY WATER BOTTLING PLANT  from 0.5 to 1.5 litres

Automatic

CONFIGURATOR

SEAS PRODUCT P800-ABS-X-000

BMM-I-AAS-000 AUTOMATIC STRETCH BLOW MOLDING MACHINE

SBS-I-10K-000 1000bh 4in1 FILLING MACHINE

PET STRETCH BLOW MOULDER MONOBLOCK (FILLING/CAPPING) 
MACHINE

Other versions avaiable on request.

*This solution is combinable with AWA MODULA machine, please see AWA MODULA catalogue for more 
information.
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P800
Automatic bottling system for Bottle volume from 0,5 to 1,5 litres

SEAS PET QUALITY WATER BOTTLING PLANT from 0.5 to 1.5 litres

Automatic

CHARATERISTICS P800-ABS-X-000

Water Storage nominal capacity From 5,000 to 8,000 litres

Installed electrical power 30 kW

Voltage & Frequency of the complete installation 380V/50Hz (others on request)

Area Packaging 270 mp (27 x 10)

Blowing Mould 2 cavity

Bottle Volume 0,5 - 1,5 litres

Working Pressure of function 7 bar

Blowing air pressure 13 - 15 bar

Air Consumption 200 l/min

Production capacity From 800 to 1000 bottle/h 
(in PET from 1,5 litres)

From 8,000 to 24,000 litres/day
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P800
Automatic bottling system for Bottle volume from 0,5 to 1,5 litres.

SEAS PET QUALITY WATER BOTTLING PLANT  from 0.5 to 1.5 litres

Automatic
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C700
Mobile Water Bottling Plant.

SEAS PET QUALITY WATER BOTTLING PLANT from 0.5 to 1.5 litres

Manual - Containerized

CONFIGURATOR

SEAS PRODUCT C700-SBS-X-000

C700-SBS-X-000 MOBILE CONTAINERIZED WATER BOTTLING PLANT

Other versions avaiable on request.

*This solution is combinable with AWA MODULA machine, please see AWA MODULA catalogue for more 
information.
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CHARATERISTICS C700-SBS-X-000

Water Storage nominal capacity From 5,000 to 8,000 litres

Installed electrical power 40 kW

Voltage & Frequency of the complete installation 400V/50Hz (others on request)

Size (W x D x H) mobile container 20ft 5990 x 2247 x 2896 mm

Area Packaging 130mq (13x10)

Blowing Mould 2 Cavity

Bottle Volume 0,5 - 1,5 liter

Working Pressure of function 7 bar

Blowing air pressure 15 bar

Air consumption 250 l/min

Production Capacity From 500 to 700 bottle/h*

From 5,600 to 12,000 litres/day*

*Output capacity depending on preform wight  and bottle design

SEAS PET QUALITY WATER BOTTLING PLANT  from 0.5 to 1.5 litres

Manual - Containerized

C700
Mobile Water Bottling Plant.

Other versions avaiable on request.

*This solution is combinable with AWA MODULA machine, please see AWA MODULA catalogue for more
information.
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C700
Mobile Water Bottling Plant.

SEAS PET QUALITY WATER BOTTLING PLANT from 0.5 to 1.5 litres

Manual - Containerized
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C700
Mobile Water Bottling Plant.

SEAS PET QUALITY WATER BOTTLING PLANT  from 0.5 to 1.5 litres

Manual - Containerized
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C13K
Mobile Water Bottling Plant.

SEAS PET QUALITY WATER BOTTLING PLANT from 0.5 to 1.5 litres

Automatic - Containerized

CONFIGURATOR

SEAS PRODUCT C13K-SBS-X-000

C13K-SBS-X-000 MOBILE CONTAINERIZED WATER BOTTLING PLANT

Other versions avaiable on request.

*This solution is combinable with AWA MODULA machine, please see AWA MODULA catalogue for more 
information.
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SEAS PET QUALITY WATER BOTTLING PLANT  from 0.5 to 1.5 litres

Automatic- Containerized

C13K
Mobile Water Bottling Plant.

CHARATERISTICS C13K-SBS-X-000

Water Storage nominal capacity From 5,000 to 8,000 litres

Installed electrical power 50 kW

Voltage & Frequency of the complete installation 400V/50Hz (others on request)

Size (W x D x H) mobile container 20ft 5990 x 2247 x 2896 mm

Area Packaging 130mq (13x10)

Blowing Mould 2 Cavity

Bottle Volume 0,5 - 1,5 liter

Working Pressure of function 7 bar

Blowing air pressure 15 bar

Air consumption 500 l/min

Production Capacity From 1,000 to 1,300 bottle/h*

From 10,400 to 24,000 litres/day*

*Output capacity depending on preform wight  and bottle design

Other versions avaiable on request.

*This solution is combinable with AWA MODULA machine, please see AWA MODULA catalogue for more
information.
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C13K
Mobile Water Bottling Plant.

SEAS PET QUALITY WATER BOTTLING PLANT from 0.5 to 1.5 litres

Automatic - Containerized
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C13K
Mobile Water Bottling Plant.

SEAS PET QUALITY WATER BOTTLING PLANT  from 0.5 to 1.5 litres

Automatic- Containerized
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C30K
Mobile Water Bottling Plant.

SEAS PET QUALITY WATER BOTTLING PLANT from 0.5 to 1.5 litres

Automatic - Containerized

CONFIGURATOR

SEAS PRODUCT C30K-ABS-X-000

C30K-ABS-X-000 MOBILE CONTAINERIZED WATER BOTTLING PLANT

Other versions avaiable on request.

*This solution is combinable with AWA MODULA machine, please see AWA MODULA catalogue for more 
information.
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C30K
Mobile Water Bottling Plant.

SEAS PET QUALITY WATER BOTTLING PLANT  from 0.5 to 1.5 litres

Automatic- Containerized

CHARATERISTICS C30K-ABS-X-000

Water Storage nominal capacity From 5,000 to 8,000 litres

Installed electrical power 80 kW

Voltage & Frequency of the complete installation 400V/50Hz (others on request)

Size (W x D x H) mobile container 20ft 11898 x 2438 x 2896 mm

Area Packaging 130mq (13x10)

Blowing Mould 4 Cavity

Bottle Volume 0,5 - 1,5 liter

Working Pressure of function 7-8 bar

Blowing air pressure 15 bar

Air consumption 1,600 l/min

Production Capacity From 2,800 to 3,000 bottle/h
(bottle volume 0,5 litres)* 

From 2,600 to 2,800 bottle/h*
(bottle volume 1,5 litres)

From 22,400 to 67,200 litres/day*

*Output capacity depending on preform wight  and bottle design

Other versions avaiable on request.

*This solution is combinable with AWA MODULA machine, please see AWA MODULA catalogue for more
information.
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C30K
Mobile Water Bottling Plant.

SEAS PET QUALITY WATER BOTTLING PLANT from 0.5 to 1.5 litres

Automatic - Containerized
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C30K
Mobile Water Bottling Plant.

SEAS PET QUALITY WATER BOTTLING PLANT  from 0.5 to 1.5 litres

Automatic- Containerized



October 2017 33

S10K
Long-term water storage system in configuration “0”. Combinable with all solutions. 

SEAS LONG LIFE STORAGE

CONFIGURATOR

SEAS PRODUCT S10K-LLS-X-000

S10K-LLS-X-000 LONG LIFE STORAGE

X Options Conditioning

I version Cooled by AWA MODULA*

E version Conditioned by single-block conditioner

Other versions avaiable on request.

*This solution is combinable with AWA MODULA machine, please see AWA MODULA catalogue for more 
information.
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S10K
Long-term water storage system in configuration “0”. Combinable with all solutions. 

SEAS LONG LIFE STORAGE

CHARATERISTICS S10K-LLS-X-000

Water Storage nominal capacity 10,000 litres

Installed electrical power 6 kW

Hydraulic connections 3/4

Size (W x D x H) Long Life Storage 5500 x 2300 x 2470 mm

Area Packaging from 80 mq

Weight Long Life Storage 2600 kg
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W500
Water treatment unit with storage by 5,000 litres.
Combinable with all solutions

SEAS WATER TREATMENT UNIT

CONFIGURATOR

SEAS PRODUCT W800-BDW-X-000

W500-BDW-X-250 WATER TREATMENT UNIT FOR 2,500 litres/day

W500-BDW-X-500 WATER TREATMENT UNIT FOR 5,000 litres/day

W500-BDW-X-10K WATER TREATMENT UNIT FOR 10,000 litres/day

W Options Water treatment unit

E version Drinking ECO

K version Drinking Plus

P version Drinking Premium

X Options Conditioning

I version Cooled by AWA MODULA*

E version Conditioned by single-block conditioner

Other versions avaiable on request.

*This solution is combinable with AWA MODULA machine, please see AWA MODULA catalogue for more 
information.
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W500
Long-term water storage system in configuration “0”. 
Combinable with all solutions. 

SEAS WATER TREATMENT UNIT

CHARATERISTICS W800-LLS-X-000

Water Storage nominal capacity 5,000 - 8,000 litres

Installed electrical power 6 kW

Voltage & Frequency of the complete installation 400V/50Hz (others on request)

Hydraulic connections 3/4

Size (W x D x H) Long Life Storage 5500 x 2300 x 2470

Area packaging From 80mq

Weight Long Life Storage 2,800 kg
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It so prohibited storing, recording and trasmission even partial of this pubblication in any form without prior written authorization 
by the company.

Company policy is based on continuosly improvement and development of own products. 
Therefore the company have the right to introduce any modification of product specification and documentation in any time 
without notice and obbligation to update any documents issued before changing. 

SEAS SA
Headquartes:
via Industria 13/A
CH-6826 Riva San Vitale, Switzerland
Tel: +41 91 610 29 80
email: info@seas-sa.com

www.seas-sa.com




